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Asennusvarinatiot / Assembly variations
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/\/\/\/\‘ 4 x TPE/2 - TPE/2 Is o 2-wheel hanger, TPE/4 is o 4-wheel hanger. Hangers have different max. weight copocities.

- Max. quantity of leaves per side is B leaves. Pivat sets should be used at each folding end.
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Nimike / Description

Series 100 (seind/wall): Taitto-ovijarjestelma, paatypyorastd / Endfold door system

(assembly S161-0)

Tuotenumero / Product Nr.

Tuotesarja / Product Series
Series 100

Piirtaja / By
AM

Mittakaava / Scale
1:3

A3

Rev
01

1. [Track K-100 5. | Pivot set PV-100/150 0. 13,
2.|Hanger TPE/2-100 6. | Bottom guide channel AOK 10, 14,
3. | Bracket SKL-100 7. |End clip PK-75/100Jr 11. 15,
4.|Bottom guide TPAO-100/150 8 12, 16.

Huomiot / Notes

1. Drawing is for reference only and subject to change without notice.

2. All product dimensions are in millimeter.

3. Door panels (/movable objects) are not in scale.
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- TPE/2 is a 2-wheel hanger, TPE/4 is a 4-wheel hanger. Hangers have different max. weight capacities. - Max. quantity of leaves per side is 8 leaves. Pivot sets should be used at each folding end.
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Asennusvarinatiot / Assembly variations
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/\‘/\‘/\‘/\‘ 4 x TPE/2 - TPE/2 Is o 2-wheel hanger, TPE/4 is a 4-wheel hanger. Hangers have different max. weight copocities.
- Max. quantity of leaves per side is B leaves. Pivot sets should be used at each folding end.
Nimike / Description Tuotenumero / Product Nr. Tuotesarja / Product Series Piirtaja / By Mittakaava / Scale Rev
Series 100 (katto/soffit): Taitto-ovijarjestelma, paatypyorastd / Endfold door system (assembly K161-0) Series 100 AM 1:3 A3 |01

1. |Track K-100 5. |Pivot set PV-100/150 9. 13.
2.|Hanger TPE/2-100 6. | Bottom guide channel AOK 10. 14|
3. |Bracket KKKL-100 7. 11, 15.
4.|Bottom guide TPAO-100/150 8 12, 16.

Huomiot / Notes

1. Drawing is for reference only and subject to change without notice.

2. All product dimensions are in millimeter.

3. Door panels (/movable objects) are not in scale.
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AutoCAD SHX Text
- TPE/2 is a 2-wheel hanger, TPE/4 is a 4-wheel hanger. Hangers have different max. weight capacities. - Max. quantity of leaves per side is 8 leaves. Pivot sets should be used at each folding end.
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